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MONITOR
MCR40 2100kg

MAX. CAPACITY

The Monitor MCR40 delivers increased lifting 
capacity while maintaining the compact footprint 
and manoeuvrability expected from a professional 
mini crawler crane. Built to tackle demanding 
lifting applications, it enables operators to work 
confidently in restricted-access environments 
where precision and stability are critical. 
 
Its tracked design provides reliable performance 
across uneven terrain, making it well suited to 
construction, infrastructure and industrial projects. 
Combining dependable lifting capability with 
intuitive operation, the MCR40 helps improve 
productivity while providing accurate load 
positioning throughout every stage of the job.

Best suited for:
•	 Commercial construction
•	 Infrastructure
•	 Structural installation
•	 Industrial maintenance
•	 Specialist lifting
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Technical
Specifications

MINI CRANES SERIESMCR40
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TRATTAMENTI TERMICI SUL PEZZO
1

Stato

Materiale
Grezzo

DENOMINAZIONE

Gruppo

Tipo

Peso Kg.Data:

Scala

Disegnato

Indice

Controllato

2

-

-

1227.586 kg

MCR30 TUTTA ALT

-

24/01/2025

-
-

1:50
USER54

TOLLERANZA
GENERALE DI
LAVORAZIONE

Grado di precisione medio:
EN 22768 - mK

Modello N°

Il presente disegno e' proprieta' Platform Basket srl.
Senza specifica autorizzazione scritta della stessa non puo' essere copiato, riprodotto,

messo a disposizione o comunicato a terzi.
La Societa' proprietaria tutela i propri diritti a rigore di legge.

Data ApprovatoMod. DescrizioneA4
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MADE IN ITALY

TECHNICAL DATA

A m

B m

C m

D m

E m

H m

a1 °

a2 °

X m

Y m

X1 m

Y1 m

Y2 m

Max moment crane Tm

Max horizontal outreach m

Maximum load capacity kg

Crane boom working angle °

Rotation angle of the crane arm °

Rotation speed kNm

Travel speed km/h

Max slope capability °

Maximum working pressure bar

Max pressure at the distributor l/min

Hydraulic oil tank capacity l

Single line winch (optional) 
kg 

rope

WEIGHTS

Standard machine weight kg

Winch kit weight kg

Ground pressure on tracks kg/cm²

Max load on stabilizer foot kg

ENGINE OPTIONS

Petrol engine 8,7kW/11,7HP @3600 rpm 

Electric motor 230Vac 
(optional)

2,2kW/3HP 230Vac/50Hz 

Electric motor traction 3,5kW/5HP 48Vdc 

Crane electric motor 2,5kW/3,5HP 48Vdc 

Battery characteristics 51,2Vdc 105Ah Lithium Ion

Self-loading dimensions

STD E
Max. load capacity 2100 kg
Max. moment crane 4.0 Tm
Max. horizontal outreach 6.1 m
Crane boom working angle ± 80°
Rotation angle of the crane arm 340°
Rotation speed 3.2 kNm
Travel speed 2.1 km/hr
Max. slope capability 25°
Max pressure at the distributor 200 bar
Hydraulic oil tank capacity 8 l/min
Single line winch (optional) 22 l
Single pull winch 800 kg Ø7mm - 46m rope

WEIGHTS
Weight 1650 kg 1680 kg
Winch kit weight 70 kg
Ground pressure on tracks 0.37 kg/cm2 0.38 kg/cm2

Max. load on stabilizer foot 1700 kg

ENGINE OPTIONS

Petrol Engine 8.7  kW/11.7 hp 
@3600 rpm -

Electric motor 230Vac
(optional)

2.2kW/3HP 
230Vac/50Hz -

Electric motor traction - 3.5kW/5HP 48Vdc

Crane electric motor - 2.5kW/3.5HP 
48Vdc

Battery characteristics - 51.2 Vdc 105Ah
Lithium Ion

(All specs E&OE and subject to change)
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ELMA S.R.L.
Via Montessori, 1 - 42028 Poviglio (RE) Italy
Ph. +39 0522 967666 
E-mail: info@elma-italy.com

elma-italy.com

BY

MINI CRANES SERIESMCR40

MCR40 load chart MCR40 + winch 800kg load chart

MCR40 narrow stabilization loading chart
MCR40 narrow stabilization + winch 800kg 
load chart 
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minimised 
downtime 
guarantee*
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agent@monitor.net.au

1800 025 024 
monitor.net.au

@MonitorAUS
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Our Locations
Branches & Service Centres

Tamworth SydneyTamworth Sydney

Melbourne

Perth

Brisbane


